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ARRAY SUBSTRATE, TOUCH SCREEN
PANEL AND DISPLAY DEVICE

TECHNICAL FIELD

Embodiments of the present invention relate to an array
substrate, a touch screen panel and a display device.

BACKGROUND

With the fast development of display technology, touch
screen panels have gradually become popular in life. At
present, touch screen panels may be classified into resistive
type, capacitive type, infrared ray type and surface acoustic
wave type depending on their operating principles. Capaci-
tive touch screen panels are widely applied in industry since
they can realize true multi-point control and high sensitivity.

Capacitive touch screen panels may be classified into add-
on touch screen panels, on-cell touch screen panels and in-
cell touch screen panels according to their configuration
structures. For add-on touch screen panels, the touch screen
panel and display screen need to be produced separately and
then attached together to form a liquid crystal display with
touch function. Add-on touch screen panels suffer disadvan-
tages of high manufacturing costs, low light transmittance
ratio and great module thickness. For an in-cell touch screen
panel, the touch electrodes of touch screen panel are embed-
ded in the liquid crystal display so as to reduce the entire
thickness of amodule and greatly reduce manufacturing costs
of the touch screen panel. Therefore, in-cell touch screen
panels have become attractive for panel manufacturers.

At present, conventional capacitive in-cell touch screen
panels use two parallel electrodes to form a capacitor. When
an operator touches the touch screen panel, capacitance at an
intersection of two electrodes varies, and therefore it is pos-
sible to determine the location where the operator touches the
screen from the variance in the capacitance.

FIG. 1A is a top view of a pixel unit in a conventional
capacitive in-cell touch screen panel, FIG. 1B is an enlarged
schematic diagram of a pixel unit on right side of FIG. 1A, and
FIG. 2 is a sectional view along line A-A' in FIG. 1B.

The array substrate 10 of the conventional touch screen
panel includes a plurality of gate lines 50, a plurality of data
lines 60, a plurality of second thin film transistors 20, a
plurality of first transistors 40, touch sensing lines 30, touch
scanning lines 80 and sensing electrodes 31 formed on a base
substrate 11. Extending parts 301 electrically connected with
the touch sensing lines 30 are on a same layer as the sensing
electrodes 31, and the extending parts 301 of the touch sens-
ing lines 30 are disposed opposite the side surface of the
sensing electrodes 31 to form coupling capacitors. The sens-
ing electrode 31 is connected with a source electrode 43 of the
first transistor 40, and the touch scanning line 80 is connected
with a gate electrode 41 and a drain electrode 44 of the first
transistor 40. When an operator touches the touch screen
panel, the touch influences capacitance between the touch
sensing line 30 and the sensing electrode 31 to make the
coupling capacitance at the touch location different from that
at other locations. The touch screen panel determines the
location where the operator touches the touch screen panel
according to the received location of coupling capacitor in
which capacitance varies.

Defects with the above-mentioned conventional touch
screen panels lie in that, as illustrated in FIG. 1B, the coupling
capacitors formed by extending parts of touch sensing lines
and sensing electrodes parallel to each other in the same plane
occupy large areas of the detection units, and since the cou-
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2

pling capacitors are located in non-display areas of the dis-
play screen, thereby reducing aperture ratio of the touch
screen panel and influencing brightness of the display device.

SUMMARY

Embodiments of the present invention provide an array
substrate, a touch screen panel and a display device for
increasing aperture ratio of a touch screen panel and in turn
enhancing brightness of the display device.

One aspect of the present invention provides an array sub-
strate comprising a plurality of gate lines, a plurality of data
lines and a plurality of touch sensing units; each of the touch
sensing units comprising a touch scanning line and a touch
sensing line intersecting each other, a first transistor and a
sensing electrode, the touch scanning line being connected
with a gate electrode and a drain electrode of the first transis-
tor and the sensing electrode being connected with a source
electrode of the first transistor; the touch sensing line and the
sensing electrode are provided in different layers, spaced
apart by an insulating layer and have an overlapping region.

Another aspect of the present invention further provides a
touch screen panel comprising the above-mentioned array
substrate.

Yet another aspect of the present invention further provides
a display device comprising the above-mentioned touch
screen panel.

BRIEF DESCRIPTION OF THE DRAWINGS

In order to clearly illustrate the technical solution of the
embodiments of the invention, the drawings of the embodi-
ments will be briefly described in the following; it is obvious
that the described drawings are only related to some embodi-
ments of the invention and thus are not limitative of the
invention.

FIG. 1A is a top view of a pixel unit in a conventional
capacitive in-cell touch screen panel, FIG. 1B is an enlarged
schematic diagram of a touch unit on right side of FIG. 1A;

FIG. 2 is a sectional view along line A-A' in FIG. 1B;

FIG. 3A is atop view of a pixel unit in a touch screen panel
provided in one embodiment of the present invention, FIG.
3B is an enlarged schematic diagram of a pixel unit on right
side of FIG. 3A, and FIG. 3C is a schematic diagram of one
variant of the embodiment;

FIG. 4 is a sectional view along line B-B' in FIG. 3B;

FIG. 5 is a top view of a pixel unit in a touch screen panel
provided in another embodiment of the present invention;

FIG. 6 is a sectional view along line C-C' in FIG. 5.

REFERENCE NUMERALS

20-Second transistor
40-First transistor
43-Source electrode
46-Passivation layer
60-Data line

10-Array substrate
31-Sensing electrode
42-Active layer
45-Transparent electrode
50-Gate line

80-Touch scanning line

30-Touch sensing line
41-Gate electrode
44-Drain electrode
47-Gate insulating layer
70-Pixel electrode

DETAILED DESCRIPTION

In order to make objects, technical details and advantages
of the embodiments of the invention apparent, the technical
solutions of the embodiments will be described in a clearly
and fully understandable way in connection with the draw-
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ings related to the embodiments of the invention. Apparently,
the described embodiments are just a part but not all of the
embodiments of the invention. Based on the described
embodiments herein, those skilled in the art can obtain other
embodiment(s), without any inventive work, which should be
within the scope of the invention.

Unless otherwise defined, all the technical and scientific
terms used herein have the same meanings as commonly
understood by one of ordinary skill in the art to which the
present invention belongs. The terms “first,” “second,” or the
like which are used in the disclosure are not intended to
indicate any sequence, amount or importance, but distinguish
different components. Also, the terms such as “a,” “an,” “the”
or the like are not intended to limit the amount, but indicate
the existence of at lease one. The terms “comprises,” “com-
prising,” “includes,” “including,” and “contains”, “contain-
ing” and the like are intended to specify that the elements or
the objects stated before these terms encompass the elements
or the objects and equivalents thereof listed after these terms,
but do not preclude the other elements or objects. The phrases
“connect”, “connected” and the like are not intended to define
a physical connection or mechanical connection, but may
include an electrical connection, directly or indirectly. “On,”
“under,” “right,” “left” and the like are only used to indicate
relative position relationship, and when the position of the
object which is described is changed, the relative position
relationship may be changed accordingly.

In order to increase the aperture ratio of a touch screen
panel and thus enhance brightness of a display device,
embodiments of the present invention provide an array sub-
strate, a touch screen panel and a display device which can
reduce areas of non-display regions of the array substrate,
increase the aperture ratio of the touch screen panel and in
turn enhance brightness of the display devices by adopting
vertically disposed coupling capacitors.

FIG. 3A is a top view of a pixel unit in a touch screen panel
provided in one embodiment of the present invention, FIG.
3B is an enlarged schematic diagram of a pixel unit on right
side of FIG. 3A; and FIG. 4 is a sectional view along line B-B'
in FIG. 3B.

An array substrate 10 provided in an embodiment of the
present invention comprises a plurality of gate lines 50 and a
plurality of data lines 60 formed on a base substrate 11 which
intersect each other to define a plurality of pixel units of the
display device. The array substrate 10 further comprises a
plurality of touch sensing units each comprising a touch scan-
ning line 80 and a touch sensing line 30 intersecting each
other, a first transistor 40 and a sensing electrode 31. In other
words, each touch sensing unit is defined by a touch scanning
line 80 and a touch sensing line 30 intersecting each other.
Gate lines 50 and touch scanning lines 80 are disposed par-
allel to each other. Although the gate line 50 is illustrated in
FIG. 3A to be below the touch scanning line 80, the embodi-
ment of the present invention is not limited thereto. Also, data
lines 60 and touch sensing lines 30 are disposed parallel to
each other. Although the data line 60 is illustrated in FIG. 3A
to be on the left of the touch sensing line 30, the embodiment
of the present invention is not limited thereto.

Furthermore, it not necessary for the touch sensing units to
be in one-to-one correspondence relationship with the pixel
units, and it is workable that one touch sensing unit corre-
sponds to a plurality of pixel units. For example, one touch
sensing unit may correspond to three or more pixel units. A
touch scanning line 80 is electrically connected with a gate
electrode 41 and a drain electrode 44 of a first transistor 40,
and a sensing electrode 31 is electrically connected with a
source electrode 43 of the first transistor 40. The first transis-
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tor 40 comprises a gate electrode 41, an active layer 42, a
source electrode 43 and a drain electrode 44, and the gate
electrode 41 and the active layer 42 are spaced apart by a gate
insulating layer interposed therebetween, as illustrated in
FIGS. 3A and 4.

Touch sensing lines 30 and sensing electrodes 31 are sepa-
rately disposed via an insulating layer (insulated and layered
arrangement) and have overlapping regions with each other,
that is, they overlap each other in the direction perpendicular
to the base substrate 11. In this embodiment, the touch sens-
ing lines 30 and the sensing electrodes 31 are spaced apart by
a gate insulating layer 47.

The operation principle of the array substrate provided in
the embodiment of the present invention is as follows.

A touch sensing line 30 and a sensing electrode 31 that are
in different layers, spaced apart by an insulating layer and
have overlapping regions with each other form a coupling
capacitor in the vertical direction. When a touch screen panel
comprising the array substrate of this embodiment is in opera-
tion, the touch scanning line 80 is connected with the gate
electrode 41 and the drain electrode 44 of the first transistor
40; after a high level signal is provided to the touch scanning
line 80, the channel between the source electrode 43 and the
drain electrode 44 in the first transistor 40 become conductive
to electrify the sensing electrode 31, which thus makes the
coupling capacitor formed by the touch sensing line 30 and
the sensing electrode 31 has a certain capacitance value.
When a finger of an operator or a touchpen touches the panel,
a capacitor is framed between the finger or touchpen and the
sensing electrode 31, which causes the coupling capacitance
between the touch sensing line 31 and the sensing electrode
31 to vary. In this way, variation of the total coupling capaci-
tance can be detected and then the location of touch can be
further determined by the touch sensing line 30. Since the
vertical overlapping region between the touch sensing line 30
and the sensing electrode 31 forms a vertical coupling capaci-
tor and since the capacitance of a vertically disposed coupling
capacitor per unit area is larger than that of a parallel disposed
coupling capacitor, the array substrate provided in the
embodiment of the present invention, in the case of achieving
same sensitivity, reduces the areas of non-display regions of
the array substrate, increases aperture ratio of a touch screen
panel in comparison with a conventional array substrate and
enhances brightness of the display device.

In the above-mentioned embodiment, touch sensing lines
30 and sensing electrodes 31 with vertical overlapping
regions therebetween can bring about large capacitance, and
when a finger of an operator or a touchpen touches the touch
panel of a display device, capacitance variation of coupling
capacitors 30 is large, and therefore the touch panel is more
sensitively detectable. Furthermore, in order to increase
capacitance of the formed coupling capacitors, the sensing
electrodes 31 may further have extending parts in the direc-
tion in which the touch sensing lines 30 are disposed (i.e.,
length direction of the touch sensing lines 30) so as to increase
the areas of overlapping regions between the touch sensing
lines 30 and the sensing electrodes 31, thereby increasing
capacitance of the formed coupling capacitors.

In the above-mentioned embodiment, the array substrate
further comprises a plurality of pixel units each comprising a
second transistor 20 and a pixel electrode 70, that is, the
second transistor 20 controls charging and discharging of the
pixel electrode 70. As illustrated in FIG. 4, the second tran-
sistor 20 comprises a gate electrode 21, an active layer 22, a
source electrode 23 and a drain electrode 24. The gate elec-
trode 21 is electrically connected with a corresponding gate
line 50, and the drain electrode 24 is electrically connected
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with a corresponding data line 60. The pixel electrode 70 is
electrically connected with the source electrode 23 of the
second transistor 20 through a via in the passivation layer 46.
The electrical connection configuration of the second transis-
tor 20 and the pixel electrode 70 is not limited to the example
shown.

In order to form coupling capacitors between the touch
sensing lines 30 and the sensing electrodes 31 in the vertical
direction, the touch sensing lines 30 and the sensing elec-
trodes 31 are in different layers of the array substrate. As
illustrated in FIG. 3A, the touch sensing lines 30 may be
disposed parallel to the data lines 60 in a same layer such that
the touch sensing lines 30 may be formed in the same masking
process (patterning process) as the data lines 60 so as to save
processing costs. Or, the touch sensing line 30 may be at least
one of the data lines 60. For example, functions of touch
sensing lines and data lines are implemented by a time divi-
sion multiplexing mode, which arrangement can further
increase aperture ratio of the touch screen panel.

The sensing electrodes 31 may be disposed at different
locations. For example, the sensing electrodes 31 may be
disposed insulated with the pixel electrodes 70 on a same
layer, or the sensing electrodes 31 may be disposed insulated
with the gate lines 50 on a same layer. Thus, the sensing
electrodes 31 may be formed along with the pixel electrodes
70 or the gate lines 50 in a same patterning process, thus
simplifying the manufacturing.

For example, in the illustrative structure as illustrated in
FIG. 4, the sensing electrode 31 is disposed on a same layer
with the gate electrode 41 of the first transistor 40 (the gate
electrode 41 and the gate line 50 are disposed on a same
layer), and both may be formed with a same material ina same
patterning process. The gate insulating layer 47 is formed on
the sensing electrode 31, the touch sensing line 30 is formed
on the gate insulating layer 47, a passivation layer 46 covers
the touch sensing line 30 and the gate insulating layer 47, avia
is provided in the gate insulating layer 47 and the passivation
layer 46 to expose the sensing electrode 31 and the drain
electrode 43 of the first transistor 40, and the drain electrode
43 of the first transistor 40 is connected with the sensing
electrode 31 through the transparent electrode layer 45, as
illustrated specifically in FIG. 4. For example, the transparent
electrode layer 45 may be formed in a same patterning pro-
cess with the pixel electrode 70.

The magnitude of coupling capacitance between the sens-
ing electrode 31 and the touch sensing line 30 is mainly
influenced by factors such as the overlapping area between
the sensing electrode 31 and the touch sensing line 30, the
distance between the sensing electrode 31 and the touch sens-
ing line 30, and the dielectric constant of the dielectric mate-
rial between them. Therefore, on one hand, it is possible to
increase the overlapping area by making the sensing electrode
31 to extend in the direction in which the touch sensing line 30
is arranged, or making the touch sensing line 30 to extend
towards the direction of the touch electrode 31 or having both
to extend to each other, so as to increase the coupling capaci-
tance and in turn enhance touch sensitivity. On the other hand,
it is possible to reduce the distance between the sensing
electrode 31 and the touch sensing line 30, namely to reduce
the thickness of the gate insulating layer 47 to increase the
coupling capacitance and enhance touch sensitivity. In addi-
tion, the gate insulating layer 47 made of a different material
may also be used to increase the coupling capacitance and
enhance touch sensitivity.

It is to be noted that the specific shape of the sensing
electrode 31 in this embodiment is not limited in any way so
long as it has an overlapping area with the touch sensing line
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30. For example, the sensing electrode may be an electrode of
a strip shape, a square shape, a T-shape or an [.-shape. In the
exemplary structure illustrated in FIG. 3B, the sensing elec-
trode 31 is an electrode of a square shape.

In the above-mentioned embodiment, the touch scanning
lines 80 may also be disposed in a different way. For example,
it is possible to form touch scanning lines 80 separately on the
array substrate 10, and it is also possible that atleast one of the
gate lines 50 is used as the touch scanning line 80. For
example, the functions of touch scanning lines and gate lines
can be implemented in a time division multiplexing way. The
modified example is illustrated in FIG. 3C. That is, in order to
further increase the aperture ratio of the touch screen panel,
touch scanning lines 80 and gate lines 50 are used in multi-
plex, which allows the touch screen panel to have high aper-
ture ratio.

FIG. 5 is a top view of a pixel unit in a touch screen panel
provided in another embodiment of the present invention; and
FIG. 6 is a sectional view along line C-C in FIG. 5.

Also, the array substrate 10 provided in this embodiment
comprises a plurality of gate lines 50 and a plurality of data
lines 60 formed on a base substrate 11 which intersect each
other to define a plurality of pixel units of the display device
each comprising a second transistor 20 and a pixel electrode
70. The array substrate 10 further comprises a plurality of
touch sensing units each comprising a touch scanning line 80
and a touch sensing line 30 intersecting each other, a first
transistor 40 and a sensing electrode 31. The touch scanning
line 80 is electrically connected with a gate electrode 41 and
a drain electrode 44 of the first transistor 40, and the sensing
electrode 31 is electrically connected with a source electrode
43 of the first transistor 40. The first transistor 40 comprises a
gate electrode 41, an active layer 42, a source electrode 43 and
a drain electrode 44.

This embodiment differs from that illustrated in FIGS. 3B
and 4 in that the sensing electrode 31 and the pixel electrode
70 are disposed on a same layer and above the touch sensing
line 30, and spaced apart from the touch sensing line 30
through the passivation layer 46 and overlap each other in the
vertical direction. The sensing electrode 31 is electrically
connected with the source electrode of the first transistor 40
through a via in the passivation layer 46. In this way, for
example, the sensing electrode 31 may be formed in a same
patterning process with the pixel electrode 70.

Inthis embodiment, also functions ofthe touch sensing line
and the data line are implemented in a time division multi-
plexing way, or functions of the touch scanning line and the
gate line are implemented in a time division multiplexing
way, which may further increase the aperture ratio of the
touch screen panel.

In the above-mentioned embodiment, in order to improve
touch precision of the touch screen panel, for example, the
array substrate 10 comprises a plurality of pixel units at least
two of which are provided with one touch sensing unit cor-
respondingly. For example, every three adjacent pixel units
are provided with one touch sensing unit correspondingly.
Thus the touch sensing unit can detect different locations
where a finger touches the touch screen panel. Since the touch
precision of the touch screen panel is the order of millimeter,
the manufacturers can choose the number of touch sensing
units on their own according to requirements on touch preci-
sion, which is not limited to the above-mentioned configura-
tion, i.e., every three adjacent pixel units correspond to one
touch sensing unit.

In the above-mentioned embodiment, the array substrate
10 further comprises a gate insulating layer 47 disposed
between the gate electrode 41 and the source electrode 43 of
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the first transistor 40 and the gate insulating layer 47 is
between the touch sensing line 30 and the sensing electrode
31. Dielectric constant of the insulating material between
electrode plates has a direct influence on capacitance of the
capacitor. The gate insulating layer 47 disposed on the array
substrate 10 increases the capacitance of coupling capacitors
formed by overlapping regions of the touch sensing lines 30
and the sensing electrodes 31, so as to enhance the detection
sensitivity of the touch screen panel.

In the above-mentioned embodiment, the array substrate
10 further comprises a passivation layer 46 disposed on the
source electrode 43 (23), and the drain electrode 44 (24). The
added passivation layer 46 is located at the outermost of the
array substrate 10 such that the source electrodes 43, the drain
electrodes 44 and the touch sensing lines 30 can be protected
very well, hence preventing them from being scratched dur-
ing the production and enhancing the quality of the produced
array substrate 10.

A touch screen panel provided in an embodiment of the
present invention comprises any of the above-mentioned
array substrates and an opposed substrate. The array substrate
and the opposed substrate are disposed opposite to each other
to form a liquid crystal cell in which liquid crystal material is
filled. The opposed substrate is for example a color filter
substrate comprising color filter units corresponding to pixel
units on the array substrate. The touch screen panel has better
detection sensitivity and higher aperture ratio.

A display device provided in an embodiment of the present
invention comprises any of the above-mentioned touch screen
panel and has better display brightness. This display device
may be a display, a mobile telephone, a TV set, a notebook
computer or a unity machine. Remaining essential compo-
nents for a display device are provided as understood by those
skilled in the art, which are not described in detail here and
should not limit the present invention.

What are described above is related to the illustrative
embodiments of the disclosure only and not limitative to the
scope of the disclosure; the scopes of the disclosure are
defined by the accompanying claims.

The invention claimed is:

1. An array substrate comprising a plurality of gate lines, a
plurality of data lines, a plurality of touch sensing units,
wherein each of the touch sensing units comprising a touch
scanning line and a touch sensing line intersecting each other,
a first transistor and a sensing electrode, the touch scanning
line is connected with a gate and a drain electrode of the first
transistor, and the sensing electrode is connected with a
source electrode of the first transistor;

the touch sensing line and the sensing electrode are spaced

apart by an insulating layer and have an overlapping
region.

2. The array substrate of claim 1, wherein the touch sensing
lines and the data lines are on a same layer and disposed
parallel to each other.

3. The array substrate of claim 2, further comprising a
plurality of pixel units defined by the gate lines and the data
lines intersecting each other, wherein each of the pixel units
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comprises a pixel electrode, and the sensing electrode and the
pixel electrode are disposed in a same layer and insulated
from each other.

4. The array substrate of claim 2, wherein the sensing
electrodes and the gate lines are disposed in a same layer and
insulated from each other.

5. The array substrate of claim 2, wherein at least one of the
plurality of gate lines is the touch scanning line.

6. The array substrate of claim 1, further comprising a
plurality of pixel units defined by the gate lines and the data
lines intersecting each other, wherein each of the pixel units
comprises a pixel electrode, and the sensing electrode and the
pixel electrode are disposed in a same layer and insulated
from each other.

7. The array substrate of claim 6, wherein at least two of the
pixel units are provided with one of the touch sensing units
correspondingly.

8. The array substrate of claim 7, wherein every adjacent
three of the pixel units are provided with one of the touch
sensing units correspondingly.

9. The array substrate of claim 1, wherein the sensing
electrodes and the gate lines are disposed in a same layer and
insulated from each other.

10. The array substrate of claim 1, wherein at least one of
the plurality of gate lines is the touch scanning line.

11. The array substrate of claim 1, wherein the sensing
electrode is an electrode of a strip shape, a square shape, a
T-shape or an L-shape.

12. A touch screen panel comprising the array substrate
according to claim 1.

13. A display device comprising the touch screen panel of
claim 12.

14. The array substrate of claim 1, wherein the touch sens-
ing line and the sensing electrode are provided in different
layers.

15. The array substrate of claim 14, wherein the touch
sensing lines and the data lines are on a same layer and
disposed parallel to each other.

16. The array substrate of claim 14, further comprising a
plurality of pixel units defined by the gate lines and the data
lines intersecting each other, wherein each of the pixel units
comprises a pixel electrode, and the sensing electrode and the
pixel electrode are disposed in a same layer and insulated
from each other.

17. The array substrate of claim 16, wherein at least two of
the pixel units are provided with one of the touch sensing
units correspondingly.

18. The array substrate of claim 17, wherein every adjacent
three of the pixel units are provided with one of the touch
sensing units correspondingly.

19. The array substrate of claim 14, wherein the sensing
electrodes and the gate lines are disposed in a same layer and
insulated from each other.

20. The array substrate of claim 14, wherein at least one of
the plurality of gate lines is the touch scanning line.
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